MONTAGE Arbiton

MONTAZ FLOOR EXPERT

ALWAYS FOLLOW THE FLOOR MANUFACTURER'S INSTRUCTION!
ZAWSZE POSTEPUJ ZGODNIE Z ZALECENIAMI PRODUCENTA PODLOGI!
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The subfloor must be flat, clean, hard Place an underlay on a clean and dry To provide a stable surface for floor

and dry. subsoile. installation as well as hydro insualation
PL| PLI use attached tape and overlap to connect
Podtoze pod podtoga musi by¢ ptaskie, Roztdz podktad na czystej i osuszonej underlay strips.

czyste, twarde i suche. powierzchni, mozliwie blisko siebie. PL|

Usun tasme zabezpieczajaca i potacz
zaktadka sasiadujace wstegi podktadu

w celu uzyskania hydro izolacji oraz
stabilnej powierzchni do montazu podtogi.

JY
P
-
-
GBI GBI
To provide a full hydro inulation stick Place the floor perpendicularly to the
underlay to the wall using alu tape. underlay, follow the instruction provided
PL| by floor manufacturer.
Potacz podktad ze $ciana alu taéma PLI
w celu uzyskania petnej hydro izolacji. Uktadaj podtoge prostopadle do kierunku

uktadania podktadu wg instrukcji montazu
dostarczonej przez producenta podtogi.

www.arbiton.com



